Specifications(Nominal) 


120x120x38 


Model No. 


AQ1212DB-F51(FN) 
AQ1212LB-F51(FN) 
AQ1212MB-F51(FN) 
AQ1212HB-F51(FN) 
AQ1224DB-F51(FN) 
AQ1224LB-F51(FN) 
AQ1224MB-F51(FN) 
AQ1224HB-F51(FN) 
AQ1248LB-F51(FN) 
AQ1248MB-F51(FN) 
AQ1248HB-F51(FN) 


Bearing 
System 
Type 


00000000000 


Rated 
Voltage 
(VDC) 


12 
12 
12 
12 
24 
24 
24 
24 
48 
48 
48 


STATIC PRESSURE(mmAq) 


Fan Performance Curve 
FLOWRATE(CMM) 


0.000 0.679 1.358 
9.0 


——SS— 


+L =D 


æM +H 


7.2 


5.4 


3.6 


0.0 
0 24 48 


72 96 


FLOWRATE(CFM) 


120 


2.037 2.716 3.395 


0.350 


0.280 


0.210 


0.140 


0.070 


0.000 


STATIC PRESSURE(InAq) 


Current 


(A) 
0.11 
0.19 
0.33 
0.45 
0.08 
0.12 
0.19 
0.24 
0.06 
0.10 
0.18 


Power 


(W) 
1.32 
2.28 
3.96 
5.40 
1.92 
2.88 
4.56 
5.76 
2.88 
4.80 
8.64 


ROTATION 


Frame:Plastic(UL:94V-0) 
Impeller:Plastic(UL:94V-0) 
Lead wire:UL1007AWG24 


*:Noise is measured at the distance of one (1)meter from the axis of intake. 


Rated Maximum 

Speed AirFlow 

(rpm) (CMM) (CFM) 
1500 1.621 57.292 
1950 2.027 71.635 
2540 2725 96.300 
2800 2.984 105.461 
1500 1.621 57.292 
1950 2.027 71.635 
2540 2.725 96.300 
2800 2.984 105.461 
1950 2.027 71.635 
2540 2.725 96.300 
2800 2.984 105.461 


Bearing type: 


Maximum 
Pressure 
(InAq) — (mmAq) 
0.085 2.159 
0.128 3.251 
0.228 5.791 
0.265 6.731 
0.085 2.159 
0.128 3.251 
0.228 5.791 
0.265 6.731 
0.128 3.251 
0.228 5.791 
0.265 6.731 


*Noise 
Level 

(dB/A) 
28.4 
36.2 
45.0 
46.7 
28.4 
36.2 
45.0 
46.7 
36.2 
45.0 
46.7 


)=Ball*¥=Sleeve @=Hypro bearing 


Weight 
(9) 


290.0 


Specifications subject to change without notice. 


*Motor protective circuit and third lead wire functions 


0/112 


3 


4 6 


78 


9 


Viv 


vV 


*Safety approvals 
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